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Safety in use has been a key 
element in the design
Adjustable spiral spring 
balances fully support the
weight of the sash in normal
operation
Spring release catches allow
the sash to tilt into the room to
a preset position for ease of
cleaning
Stainless steel stay arms hold 
sash safely in open position
Friction brake mechanism 
prevents vertical movement in 
the open position to reduce
stress on balances and joints
Slim 28mm wide interlock stile
Twin seals ensure high
sealing efficiency
Fixings concealed within frame
to provide clean appearance
Frames may be linked with a 
colour matched mullion/transom 
section
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Maximum sash dimensions
– height 1500mm 
– width 1500mm
20Kg balance capacity 
establishes maximum area 
Minimum sash size
500mm (w) x 400mm (h)
Sash height to width ratio should
not normally exceed 1:3
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Product Features

Tilting feature assists cleaning
Suitable for treating windows
with unequal sized sashes
Can be fitted close to outer
window
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Guidance

Size Guidelines

HEAD DETAIL

Series 60 –  VERTICAL SLIDING

Sashes in tilt positionFitch catch lock

D-pull Handle option

4mm to 8mm

D-pull handles to 
upper sash
Fitch catch lock
– White or Silver

Glazing:
•

Ironmongery:
•

•

Options

28mm

60mm

75mm

Drawings not to scale


